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1207240V

60A, 240V
CONTROL RELAY

240V PHOTOELECTRIC
CONTROLLER

~— SECONDARY BUS

RIGID PV RVICE W
| —— 50 RIGID PVC SERVICE WEATHER PROOF

ENTRANCE FITTING

WEDGE TAP_CONNECTOR

3 - #6 AWG Cu STR,
RWU90, XLPE, 1000 V
( SEE"NO 1) ™

50 RIGID PVC CONDUIT

®*4 AWG BARE COPPER

OR
CABLE _GUARD

FOR WOOD POLE:
CONDUIT STRAP

OR
CABLE GUARD STRAP |
(1332 )

50 RIGID PVC 90% ELBOW

50 (21 PVC
TYPE DB2/ES2 DUCT

NOTE:

I. PROVIDE SUFFICIENT CABLE FOR
CONNECTION BY HYDRO CREWS.

METRIC/IMPERIAL
DIMENSIONS SHOWN IN METRIC AND IMPERIAL UNITS

16050
PROTECTED_BY MOULDING

EXISTING HYDRO
SUPPLY POLE

FOR CONCRETE POLE:
STAINLESS STEEL BANDING/BUCKLE

G0, 3% )

FINISHED GRADE
AL
600

GROUND ROD CONNECTOR
33002

19 (3741 X 1829 (6"
GROUND ROD

™ MISSISSAUGA

Leading today for fomorrow

STANDARD

HYDRO SUPPLY POLE
STANDARD GROUP
CONTROLLED ARRANGEMENT
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