02830-2

Solid Board Hoarding
w Sediment Control

SOLID BOARD HOARDING

4" X 4"WOOD POSTS FIRMLY DRIVEN INTO
UNDISTURBED SUBGRADE, MIN. OF 1000mm

3/4" X 4' X 8 PLYWOOD BOARDS \
NAILED FIRMLY TO WOOD POSTS \,

75mm CLEARANCE

UNDISTURBED SUBGRADE

NOTE:

TO BE USED AS A GUIDELINE ONLY.

NOT TO SCALE. REMOVE CITY TITLE BLOCK
AND REDRAW TO REPRESENT SITE SPECIFIC
CONDITIONS. ALL SITE SPECIFIC CONDITIONS

ARE TO BE CONFIRMED BY THE PROJECT
CONSULTANT.
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SOLID BOARD HOARDING WITH SEDIMENT CONTROL BARRIER
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AREA UNDER CONSTRUCTION —»’47 AREA TO BE PROTECTED

4" X 4" WOOD POST

3/4" X 4' X 8 ——==—
PLYWOOD BOARD
-

WOOD POST |

4" X 4"N

3/4" X 4' X 8' PLYWOOD BOARD

WOVEN OR NON-WOVEN GEOTEXTILE
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CONTINUOUS 150MM DEPTH OF

v 19MM CLEAR STONE

SECURING GEOTEXTILE BASE

[

WOVEN OR NON-WOVEN GEOTEXTILE;
MIN. OPENING SIZE 0.15mm AND MAX
OPENING SIZE 0.25mm

AFFIXED TO PLYWOOD WITH HEAVY
DUTY STAPLES 300MM O.C.

ENSURE 600MM LAP

ELEVATION

NOTES:
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‘E‘ ‘ ‘Eﬁ UNDISTURBED SUBGRADE
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CROSS SECTION

1. HOARDING MUST BE SUPPLIED, INSTALLED AND MAINTAINED BY THE APPLICANT AND/OR CONTRACTOR IN SOUND

FUNCTIONING CONDITION THROUGHOUT ALL PHASES OF CONSTRUCTION AND SITE PRESERVICING, UNTIL APPROVAL TO
REMOVE HOARDING IS OBTAINED FROM THE COMMUNITY SERVICES DEPARTMENT
2. HOARDING TO BE INSPECTED/APPROVED BY AND BE INSTALLED TO THE SATISFACTION OF THE COMMUNITY SERVICES

DEPARTMENT.

3. DO NOT ALLOW WATER TO COLLECT AND POND BEHIND OR WITHIN HOARDING.
4. ALL DIMENSIONS ARE IN MILLIMETERS UNLESS OTHERWISE NOTED.

Details: 02830-2

ORIGINAL DATE: Oct 09/15

REVISION DATE: month xx/1x
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