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NOTES:

TENON SUPPLIED WITH POLE

~&— HSS STEEL POLE

100mm x 100mm x 3mm
HOT DIP GALVANIZED
AFTER FABRICATION

75mm x 350mm HANDHOLE AND

—— 60mm DIA X 76mm HIGH STEEL 3,14~

NOTE:

TO BE USED AS A GUIDELINE ONLY.

NOT TO SCALE. REMOVE CITY TITLE BLOCK
AND REDRAW TO REPRESENT SITE SPECIFIC
CONDITIONS. ALL SITE SPECIFIC CONDITIONS

ARE TO BE CONFIRMED BY THE PROJECT
CONSULTANT.

DETAIL "A"

HANDHOLE
COVER WITH
RUBBER GASKET

350

75

TWO(2) 1/4"NC x 1"

</ STAINLESS STEEL ROUND HIGH
DENSITY TAMPER

PROOF SCREWS C/W

5/32" CENTER PIN

HANDHOLE
REINFORCEMENT
1/4"x 1"BAR

GROUND LUG PLATE
o
<

c/w COPPER GROUND LUG

COVER PLATE WITH TAMPER PROOF

SCREWS TO BE ORIENTED AWAY FROM
PARK TRAIL SEE DETAIL "A"

P FINISHED GRADE
YELLOW PLASTIC CAUTION TAPE

CONTINUOUS, 300mm ABOVE

CONDUIT

< | POLYETHYLENE CONDUIT,
REFER TO DETAIL 16530-3

150mm SAND COVER ALL SIDES

OF THE CONDUIT
CONCRETE BASE

REFER TO DETAIL 16530-3

11 GAx3/4"x3"

LIGHT STANDARD MATERIAL:
STEEL 50,000 PSI MINIMUM YIELD

FINISH:

HOT DIPPED GALVANIZED DARK
BRONZE POLYESTER POWDER
COATING, RAL No.8019

MAXIMUM LOADING EPA:
10@70M.P.H+.3GUST=91M.P.H

WELDING STANDARD:
CSAWA47.1 & W59

1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE NOTED
2. POLES TO BE HOT DIP GALVANIZED AFTER FABRICATION.

3. ARRANGE INSPECTIONS OF WORK PER SPECIFICATION.

4. FOR SHALLOW POLE BASE COVER REFER TO SPECIFICATIONS.

N.T.S.
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