TO BE USED AS A GUIDELINE ONLY.
NOT TO SCALE. REMOVE CITY TITLE BLOCK

i AND REDRAW TO REPRESENT SITE SPECIFIC
hTIn & EleCTrICOl CONDITIONS. ALL SITE SPECIFIC CONDITIONS

TI'CII| |_I Tlﬂg Schematic ARE TO BE CONFIRMED BY THE PROJECT
CONSULTANT.

LITENODE WIRELESS RELAY
(BY OTHERS)

7 PIN TWIST LOCK CONNECTOR
NEMA C136-41-2013
BY LUMINAIRE MANUFACTURER

LUMINAIRE

— GROUND LUG

__#12 Cu STRANDED 600V R.W.U.
[O] m 4 RED, BLACK & GREEN
] MECHANICALLY SUPPORTED

1-12 Cu STRANDED 600V R.W.U.

- | GROUNDED

HANDHOLE
1-#6RWUGREEN
GROUND WIRE - ELASTIMOLD IN-LINE DOUBLE POLE FUSE-HOLDERS MODEL

D65U C/W 2 -5 AMPERE, 250V OTM FUSES & 4 WEATHER
2-#6 (RWU) PROOF INSULATING BOOTS PER HOLDER OR APPROVED
2-#4 (RWU) gwﬁ— EQUIVALENT
AS PER LAYOUT GROUND CONNECTOR

GROUND TO POLE

WIRE SIZES AND CONDUIT AS PER
SPECIFICATIONS AND DRAWINGS

CORELINE PIPE

TO BE CONTINUOUS INTO

POLE OPENINGS BELOW GRADE &
UP TO BOTTOM OF HANDHOLE

NOTES:

1. DESIGNED AS PER LOAD REQUIREMENTS BY CERTIFIED ELECTRICAL ENGINEER
2. WIRING/CONDUIT TO HAVE 150mm WIDE YELLOW PLASTIC CAUTION TAPE LAID 300mm ABOVE DURING

BACKFILLING.

3. ARRANGE INSPECTIONS OF WORK PER SPECIFICATION.
N.T.S.
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