02950-17

Tree Planting
Continuous Soil Trench

TREE TIES TO BE FASTENED AROUND THE
TREE ABOVE LOWER BRANCHES IN FIGURE
EIGHT WITH NO. 11 GAUGE SUPPORT WIRE
ENCASED IN 25mm DIA. 2-PLY RUBBER HOSE
TIGHTLY COILED AND TRIM ENDS OF WIRE

NEW STAKES AS PER
CONTRACT REQUIREMENTS
TO BE SUNK FIRMLY

INTO SUBSOIL .

TREE TRUNK WRAPPING AS SPECIFIED IN
PLAN TO BE REMOVED AFTER PLANTING.

TREE GUARD AS SPECIFIED IN PLANTING PLAN.

SHREDDED BARK MULCH LAYER TO A
MINIMUM 75mm DEPTH. KEEP MULCH 100mm
AWAY FROM TRUNK, PLACED IN A 2000mm
DIAMETER CIRCLE AROUND TREE.

EARTH SAUCER MIN 100mm HIGH
AROUND EXCAVATED AREA.

UT AND REMOVE WIRE

NOTE:

TO BE USED AS A GUIDELINE ONLY.

NOT TO SCALE. REMOVE CITY TITLE BLOCK
AND REDRAW TO REPRESENT SITE SPECIFIC
CONDITIONS. ALL SITE SPECIFIC CONDITIONS

ARE TO BE CONFIRMED BY THE PROJECT
CONSULTANT.

PLAN OF GUYING:

*
ﬁ STAKE REQUIREMENT

C
BASKET TO A DEPTH OF 30cm. \
FOLD BACK AND BURY. £

REMOVE BURLAP FROM TOP
OF ROOTBALL.

TAPER AND SCARIFY
PIT SIDES TO MIN
DEPTH OF 150mm (6").

COMPACT SOIL UNDERNEATH
AND BESIDE ROOTBALL

TO PREVENT SOIL SETTLING
AND TO KEEP TREE STABLE.

UNDISTURBED SUBSOIL.

WASHED CHIP STONE
FILTER TRENCH.

DRAINAGE PIPE SHOULD BE RIGID
TH WALL PVC PIPE,

WITH HOLES AT BOTTOM ONLY.
SLOPE PIPES MINIMUM

1% TOWARD OUTFALL.

NOTES:
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. All dimensions are in millimetres unless otherwise noted. This detail to be used in conjunction with pertinent specification.
. Remove stakes and wires by second growing season or end of warranty period.

. This detail is based on 8000mm O.C. street tree spacing. Dimensions appropriate to reach goal of 25 cubic metres of soil volume per tree.
. Prune only dead, damaged or interfering branches. Leaders are not to be cut.

. Tree pit to be excavated as per specifications. Depth of planting pit to be approved by Community Services representative.
. Backfill with planting soil mix in accordance with specifications and approved planting plan.

. Soil volume specifications based on loam soil, good drainage and no added irrigation.

. All planting shall be done under the direction and supervision of personnel with at least 5 years horticultural and planting experience and

conform to best horticultural practices. Planting of plant material prior to Community Services approval will be at the contractors risk.
9. Samples of mulch, top soil and tree accessories must be submitted to Community Services for approval.

10. Plants shall be sound, healthy, vigorous and well branched. They shall be free of insect pests' eggs and larvae and shall have healthy well
developed root systems. Community Services reserves the right to reject plant material that does not conform to planting plan specifications.

11. Keep all plants watered from time of planting until acceptance.
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