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NOTE:

TO BE USED AS A GUIDELINE ONLY.

NOT TO SCALE. REMOVE CITY TITLE BLOCK
AND REDRAW TO REPRESENT SITE SPECIFIC
CONDITIONS. ALL SITE SPECIFIC CONDITIONS

ARE TO BE CONFIRMED BY THE PROJECT
CONSULTANT.

MATCH TO EXISTING GRADE

PRUNE TO REMOVE DAMAGED,
DEAD, OR INTERFERING BRANCHES

SHREDDED PINE BARK MULCH LAYER
OR APPROVED EQUAL TO A MIN. 75mm
DEPTH. KEEP MULCH AWAY FROM TRUNK

TYPAR' LANDSCAPE FABRIC FOR WEED
CONTROL BENEATH MULCH AS PER
DRAWINGS AND SPECIFICATIONS

EARTH SAUCER MIN 100 mm HIGH
AROUND EXCAVATED AREA

REMOVE CONTAINER AND/OR
BURLAP WRAPING AND TIES

BUILD UP PLANTING PIT EDGE WITH
EXCAVATED MATERIAL

BACKFILL AROUND ROOTBALL WITH
PLANTING SOIL MIX AS PER SPECIFICATIONS

BLEND IN GRADES AT 2 : 1 MAXIMUM
SOD INSTEAD OF MULCH

PLANTING BED AREA TO BE EXCAVATED
TO REMOVE ALL DEBRIS AND ROCKS
OVER 50mm DIAMETER

PLACE ROOTBALL ON UNDISTURBED
SUBGRADE or COMPACTED FILL.
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