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ELEVATION NOTE:

ELEVATIONS ARE REFERRED TO THE CITY OF MISSISSAUGA BENCHMARK NO. 1018
LOCATED AT THE TABLET SET HORIZONTALLY AT THE BASE OF A 750mm DIAMETER
CONCRETE TRAFFIC POLE AT THE NORTH—-EAST CORNER OF HURONTARIO STREET AND
ADMIRAL BOULEVARD, HAVEING A PUBLISHED ELEVATION OF 202.229m.

SURVEY NOTES:

SURVEY COMPLETED BY SCHAEFFER DZALDOV BENNETT LTD. (2018/NOV/28)
REFERENCE No.: 18-238-00

BEARINGS ARE GRID DERIVED FROM 6° UTM COORDINATE SYSTEM,

ZONE 17 NAD 83 (CSRS).

DISTANCES AND ELEVATIONS SHOWN ON THIS PLAN ARE IN METRES AND CAN BE
CONVERTED TO FEET BY DIVIDING BY 0.3048.

SITE PLAN NOTES:

DESIGN ELEMENTS ARE BASED ON SITE PLAN BY IBI GROUP ARCHITECTS (CANADA)
INC. DATED FEBRUARY 12, 2021.

DRAWING NOTES:

THIS DRAWING IS THE EXCLUSIVE PROPERTY OF CROZIER CONSULTING ENGINEERS AND
THE REPRODUCTION OF ANY PART OF IT WITHOUT PRIOR WRITTEN CONSENT OF THIS
OFFICE IS STRICTLY PROHIBITED.

THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS, LEVELS, AND DATUMS ON SITE AND
REPORT ANY DISCREPANCIES OR OMISSIONS TO THIS OFFICE PRIOR TO CONSTRUCTION.

THIS DRAWING IS TO BE READ AND UNDERSTOOD IN CONJUNCTION WITH ALL OTHER

PLANS AND DOCUMENTS APPLICABLE TO THIS PROJECT. DO NOT SCALE THIS DRAWING.

ALL EXISTING UNDERGROUND UTILITIES TO BE VERIFIED IN THE FIELD BY THE
CONTRACTOR PRIOR TO CONSTRUCTION.
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NOTE:

GEOTEXTILE TO BE PLACED AS SEPARATION
BARRIER BETWEEN EX. GROUND & CLEAR STONE.

MUD MAT DETAIL

150mm GRAN. 'A
300mm GRAN 'B’

600mm DEPTH
OF 200mme
CLEAR STONE

N.T.S.

1. NO GRADING, STRUCTURES, RETAINING WALLS, CONSTRUCTION OR SITE/CONSTRUCTION ACCESS ARE PERMITTED ON OR FROM THE MUNICIPAL

PARKLAND.

2. THE PLACEMENT OF UNAPPROVED MATERIALS OR STRUCTURES WITHIN MUNICIPAL GREENBELT/WOODLAND BLOCKS IS NOT PERMITTED BY
COMMUNITY SERVICES AT ANY STAGE OF DEVELOPMENT. THIS INCLUDES, BUT IS NOT LIMITED TO, TOPSOIL STOCKPILING, CONSTRUCTION
TRAILERS AND VEHICLES, CONSTRUCTION MATERIALS AND DEBRIS, SALES/PROMOTIONAL TRAILERS AND SIGNAGE.

3. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING PARK AND TREE PRESERVATION HOARDING IN AN APPROVED AND FUNCTIONING CONDITION
AS REQUIRED BY THE COMMUNITY SERVICES DEPARTMENT THROUGH ALL PHASES OF CONSTRUCTION. NOTE THAT THE SOLID BOARD HOARDING
TO BE PLACED ON PRIVATE LANDS WILL FUNCTION AS HOARDING TO PROTECT CITY PARKLAND.

4. INFORM THE COMMUNITY SERVICES DEPARTMENT OF THE CONSTRUCTION SCHEDULE AS IT PERTAINS TO THE MUNICIPALLY OWNED PARKLAND, ITS
PROTECTIVE HOARDING, CLEAN—-UPS, REINSTATEMENT AND ISSUES AFFECTING PARKLAND USE, CONSTRUCTION AND MAINTENANCE. IT IS THE
RESPONSIBILITY OF THE APPLICANT TO ARRANGE FOR COMMUNITY SERVICES — PARK PLANNING SECTION INSPECTIONS AND APPROVALS AS

REQUIRED.

5. REMOVE CONSTRUCTION RELATED DEBRIS OR LITTER THAT HAS MIGRATED OR HAS THE POTENTIAL TO MIGRATE INTO THE ADJACENT
MUNICIPALLY OWNED GREENBELT. SHOULD THE CONTRACTOR/APPLICANT FAIL TO DO SO, ARRANGEMENTS WILL BE MADE TO DRAW ON THE

SUBMITTED PARK PROTECTION AND REINSTATEMENT SECURITIES TO FUND PARK CLEAN UP ACTIVITIES.
6. PRIOR TO THE RELEASE OF SECURITIES, THE COMMUNITY SERVICES DEPARTMENT IS TO INSPECT AND APPROVE ANY REQUIRED RESTORATION,

REINSTATEMENT AND/OR CLEAN UP WORKS INCLUDING HOARDING REMOVAL AND OFF-SITE DISPOSAL, CONDUCTED AT THE SHARED PROPERTY
LINE WITH AND WITHIN P #96, MISSISSAUGA VALLEY PARK.

EROSION AND SEDIMENT CONTROL NOTES:

. EROSION AND SEDIMENT CONTROLS ARE TO BE CONTINUQUSLY EVALUATED AND UPGRADES ARE TO BE IMPLEMENTED, WHEN NECESSARY.
2. ADDITONAL EROSION AND SEDIMENT CONTROL MATERIALS (IE. SILT FENCE, STRAW BALES, CLEAR STONE, ETC.) ARE TO KEPT ON SITE FOR

—_

EMERGENCIES AND REPAIRS.

3. AN AFTER HOURS CONTACT NUMBER IS TO BE CLEARLY POSTED ON-SITE FOR EMERGENCIES.

4. THE CONTRACTOR IS ULTIMATELY RESPONSIBLE FOR CONTROLLING SEDIMENT AND EROSIN WITHIN THE CONSTRUCTION SITE FOR THE TOTAL
PERIOD OF THE CONSTRUCTION. THE SEDIMENT LADEN WATER WILL NOT BE ALLOWED TO DISCHARGE TO THE CREEK.

5. ALL TEMPORARY SOIL OR DIRT STOCKPILES ARE TO BE PROVIDED WITH THE NECESSARY SEDIMENT AND EROSION CONTROL FEATURES,
INCLUDING SEEDING IF ANTICIPATED TO BE STORED FOR MORE THAN 1 MONTH.
CONCENTRATED FLOW AND A MINIMUM OF 15m FROM THE TOP OF BANK, WATERCOURSE OR WETLAND.

DEWATERING NOTES:
1. IF DEWATERING IS REQUIRED, THE INLET PUMP HEAD MUST BE COVERED WITH FILTER FABRIC OR CLEAR STONE; THE OUTLET PUMP MUST

DISCHARGE TO THE SEDIMENT BAG OR BASIN; DISCHARGE FROM THE BAG IS TO BE RELEASED TO A VEGETATED LOCATION OR IF
THE SEDIMENT BAG SHOULD BE LOCATED A MINIMUM OF 15m AWAY FROM THE

UNAVAILABLE, A FLOW DISSIPATING SHOULD BE PROVIDED.
RECEIVING BODY. (REFER TO EROSION AND SEDIMENT CONTROL GUIDELINE FOR URBAN CONSTRUCTION — DECEMBER 2006, FIG. E9)
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EXISTING OVERLAND FLOW DIRECTION

MUD—MAT; SEE DETAIL

SILT FENCE; SEE DETAIL

FILTREXX SILTSOXX; SEE DETAIL
TREE HOARDING; SEE DETAIL

ROCK FLOW CHECK DAM; OPSD 219.210

BOREHOLE LOCATION; SEE GEOTECH. REPORT
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